MEMORANDUM OF AGREEMENT 
AMONG 
THE FEDERAL TRANSIT ADMINISTRATION, 
THE DISTRICT OF COLUMBIA STATE HISTORIC PRESERVATION OFFICER 
AND 
THE WASHINGTON METROPOLITAN AREA TRANSIT AUTHORITY 
REGARDING 
THE NORTHERN BUS GARAGE RENOVATION PROJECT IN 
WASHINGTON, DC 


WHEREAS, the Federal Transit Administration (FTA) plans to provide financial 
assistance to the Washington Metropolitan Area Transit Authority (WMATA) for the proposed 
renovation of the Northern Bus Garage, historically known as the Capital Traction Company Car 
Barn, which is listed on the National Register of Historic Places (NRHP; NR# 13000290, May 22, 
2013) (Undertaking) and located at 4701 14" Street, NW; and 


WHEREAS, the Northern Bus Garage Renovation Project (Project) consists of the 
stabilization, restoration, and preservation of the portions of the Northern Bus Garage along 14" 
Street, NW, including the administration offices and tower, and historic walls on the north and 
south ends of the building; the demolition of the remaining portions of the historic building and 
later, non-historic additions; and replacement of the demolished portions with a new building that 
will be connected to the preserved historic building; and 


WHEREAS, FTA has consulted with the District of Columbia State Historic Preservation 
Officer (DC SHPO) regarding the Undertaking in accordance with 36 CFR Part 800, the 
regulations implementing Section 106 of the National Historic Preservation Act (54 U.S.C. § 
306108); and 


WHEREAS, FTA in consultation with the DC SHPO has determined the Undertaking’s 
Area of Potential Effects (APE), as defined in 36 CFR § 800.16(d), as including the entirety of 
the Northern Bus Garage footprint, and approximately one block of residential or commercial 
structures along (clockwise starting north) Decatur Street NW, Iowa Avenue NW, Arkansas 
Avenue NW, Buchanan Street NW, and 14" Street NW, and viewsheds from the intersections of 
Crittenden Street NW and 15" Street NW facing east, Decatur Street NW, and 15" Street NW 
facing east, as depicted in Attachment 1; and 


WHEREAS, FTA and DC SHPO have applied the criteria of adverse effect pursuant to 36 
CFR § 800.5 and determined that the Undertaking will have an adverse effect on the Northern Bus 
Garage because it will result in the destruction of part of the historic building; and 


WHEREAS, WMATA, as a recipient of Federal assistance for the Project, 1s a consulting 
party in the Section 106 process pursuant to 36 CFR § 800.2(c)(4) with a responsibility for 
implementing the terms of this Memorandum of Agreement (MOA) and 1s invited to sign this 
MOA as an invited signatory pursuant to 36 CFR § 800.6(c)(2); and 


WHEREAS, FTA and DC SHPO invited Uptown Main Street, the Sixteenth Street 
Neighborhood Association, the Northern Busbarn Neighbors, DC Advisory Neighborhood 
Commission (ANC) 4C02 and ANC 4C03 to be consulting parties pursuant to 36 CFR § 
800.2(c)(5), and consulted with them regarding the effects of the Undertaking on historic 
properties; and 


WHEREAS, in accordance with 36 CFR § 800.6(a)(1), FTA has notified the Advisory 
Council on Historic Preservation (ACHP) of its adverse effect determination with specified 
documentation, and the ACHP declined to participate in the consultation pursuant to 36 CFR § 
800.6(a)(1)(11); 


NOW, THEREFORE, FTA, the DC SHPO, and WMATA (henceforth referred to as the 
Signatories) agree that the Undertaking shall be implemented in accordance with the following 
stipulations in order to take into account the effects of the Undertaking on historic properties. 


STIPULATIONS 
FTA and WMATA shall ensure that the following measures are implemented. 
I. IMPLEMENTATION OF DESIGN PLANS 


WMATA will construct the Project according to the design plans included in Attachments 
2,3, and 4. These design plans were determined to be the preferred design through robust 
Section 106 consultation and public outreach to ensure the following items are met: 


A. New construction illustrated in Attachment 2 will be compatible with the historic 
Northern Bus Garage; will incorporate projecting and receding elements to decrease 
the monolithic nature of the new structure along Arkansas and Iowa avenues; and use 
cladding material and visual patterning to further “break down the scale” of the new 
building, especially near building entrances and garage doors. 


B. Restoration work will be informed by the /dentification of Historic Fabric Report 
included in Attachment 3 and implemented 1n accordance with the plans and narrative 
scope of work included in Attachment 4 to ensure that historic fabric from the 1906 to 
1959 NRHP Period of Significance will be preserved and the historic portions of the 
Northern Bus Garage will remain prominent features of the overall Northern Bus 
Complex. Restoration work includes, but is not limited to, preserving and repairing 
existing historic fabric, restoring elevation elements that have been replaced with 
inappropriate elements, replacing inappropriate 1980s windows with historically 
appropriate replacement windows, and preserving and restoring historic sections of the 
north and south walls and the original smokestack. As part of its on-going review for 
DC building permits, the DC SHPO may require minor revisions to the plans in 
Attachment 4. 


Hl. 


INSTALLATION OF REPLICA STREETCAR TRACKS 


To illustrate and highlight the Northern Bus Garage’s original function as a streetcar car barn, 
WMATA shall install replica streetcar tracks in the area where streetcars used to enter and/or exit 
from the building along 14" Street, NW, as shown in Attachment 5. If the District Department of 
Transportation’s (DDOT) Public Space Committee does not approve streetcar tracks extending 
through public space to 14" Street, NW, WMATA will provide information to document the Public 
Space Committee’s decision, and may revise the plans in Attachment 5 to limit the streetcar tracks 
to WMATA-owned property. Regardless of their extent, the tracks shall be ADA compliant and 
avoid tripping hazards. The replica streetcar tracks will be installed as part of building construction 
project and will be fully installed within one week of issuance of the building occupancy permit. 


HI. 


A. 


INTERPRETIVE SIGNAGE EXHIBITS 


In consultation with the DC SHPO and consulting parties, WMATA shall develop and 
install one (1) to three (3) exterior interpretive signage exhibits and up to five (5) interior 
interpretive signage exhibits for the building’s community room as described in 
Attachment 6. The exterior interpretive signage exhibits shall focus on the historical and 
architectural characteristics that qualify the Northern Bus Garage for listing in the NRHP 
and explain the replica streetcar tracks described in Stipulation I] above. The interior 
community room exhibits may focus on broader historical themes that relate to the role the 
Northern Bus Garage played in the development of the surrounding neighborhood and 
community, including, but not limited to, topics such as African-American history, 
commercial development, and social history. 


. In developing topics and materials for the interior interpretive signage exhibits, WMATA 


shall solicit initial input from consulting parties and DC SHPO. WMATA will reach out to 
additional groups or individuals who are knowledgeable about community history as 
appropriate in developing the content for the exhibits, as described in Attachment 6. 


. WMATA, in consultation with DC SHPO and FTA, will determine which topics will be 


pursued further, based on input received through outreach described in Stipulation III.B. 
and Attachment 6, and decide how many exhibits will ultimately be installed. 


WMATA shall provide full color digital drafts of all exterior interpretive signage exhibits 
and interior interpretive signage exhibits to the consulting parties and DC SHPO for review 
and comment in accordance with Attachment 6. 


Once the content, design, and location are approved by DC SHPO in writing, WMATA 
shall prepare and install the signage in the approved locations within thirty days of issuance 
of the building occupancy permit. 


IV. REVISIONS TO THE PROJECT 


If WMATA refines the design of the Project in a manner that may result in additional or new 
effects on historic properties, WMATA will notify FTA and the DC SHPO of such changes. Before 
WMATA takes any Project action that may result in additional or new effects on historic 
properties, WMATA, FTA, and DC SHPO will consult to determine the appropriate course of 


action. 


V. UNANTICIPATED DISCOVERIES 


A. Archaeological Resources and Human Remains 


l. 


In the event that a previously unidentified archaeological resource and/or suspected 
human remains are discovered during ground disturbance activities, all construction 
work involving subsurface disturbance will be halted in the area of the resource and in 
the surrounding area where further subsurface remains can reasonably be expected to 
occur. 


WMATA shall notify the DC SHPO’s District Archaeologist in writing via email and 
by telephone immediately. 


. The DC SHPO’s District Archaeologist shall conduct a site visit within two working 


days (48 hours), if possible. 


. DC SHPO will contact the Metropolitan Police Department (MPD) and the DC Office 


of the Chief Medical Examiner (OCME) if suspected human remains are present per 
OCME protocols under DC Statute DC ST S 5-1406. 


. WMATA, FTA, and DC SHPO will consult to determine whether the resource is eligible 


for listing in the NRHP, and if so, whether adverse effects can be avoided or minimized. 


If the resource is determined NRHP-eligible and adverse effects cannot be avoided, 
WMATA will propose a Treatment Plan to mitigate adverse effects. Upon concurrence 
by DC SHPO and FTA on the effects and Treatment Plan, WMATA will carry out the 
Treatment Plan. 


. Documentation, evaluation, and execution of the Treatment Plan will be undertaken by 


archaeology professionals meeting the requirements of Stipulation VI, comply with 
District guidelines for archaeology, and be conducted according to an archaeological 
work plan approved by the DC SHPO. 


B. Architectural and Historic Built Environment Resources 


l. 


If, in the course of implementing the Project, unforeseen and potentially adverse effects 
occur to above-ground historic properties within the APE, WMATA shall immediately 
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halt all construction work within fifty (50) feet of the unforeseen effect and take all 
reasonable measures to avoid or minimize further unforeseen effects. WMATA shall 
notify FTA and DC SHPO of the issue as soon as practicable, but no later than 3 days 
following the unforeseen effect. 


2. WMATA shall ensure that an architectural historian or historic architect meeting the 
requirements of Stipulation VI investigates the work site and the historic property 
within seven (7) days. Following the investigation, WMATA shall forward to FTA and 
DC SHPO an Assessment of Effects Report to the historic property and proposed 
Treatment Plan to resolve any adverse effects on historic properties. Upon agreement 
with the Effects Report and Treatment Plan by DC SHPO and FTA, WMATA will 
carry out the Treatment Plan. 


3. At the conclusion of this consultation, WMATA will provide all parties that 
participated in the discovery consultation a written summary of the consultation and its 
resolution. This summary may be transmitted to the participants via e-mail. 


VI. PROFESSIONAL QUALIFICATIONS 


WMATA shall ensure that all historic preservation and archaeological work performed by 
WMATA or on its behalf pursuant to this MOA shall be accomplished by or under the direct 
supervision of a person or persons who meet(s) or exceed(s) the pertinent qualifications in the 
Secretary of the Interior’s Professional Qualification Standards (48 FR 44738-9) in those areas in 
which the qualifications are applicable for the specific work performed. 


VI. MONITORING AND REPORTING 


Each year following the execution of this MOA until it expires, 1s fulfilled, or 1s terminated, 
WMATA shall provide the signatories a summary report detailing work undertaken pursuant to 
the MOA. Such report shall include a summary and update on work being carried out in 
accordance with relevant stipulations, any scheduling changes proposed, any problems 
encountered, any disputes or objections received, and related topics. WMATA shall provide the 
annual report to the Signatories on or before the date of execution of the MOA. 


VII. DISPUTE RESOLUTION 


Should any Signatory object at any time to any actions proposed or the manner in which the terms 
of this MOA are implemented, FTA shall notify the other Signatories and consult with such party 
to resolve the objection. If FTA determines that such objection cannot be resolved, FTA will: 


A. Forward all documentation relevant to the dispute, including FTA’s proposed resolution, 
to the ACHP. The ACHP shall provide FTA with its advice on the resolution of the 
objection within thirty (30) calendar days of receiving adequate documentation. Prior to 
reaching a final decision on the dispute, FTA shall prepare a written response that takes 
into account any timely advice or comments regarding the dispute from the ACHP and 
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signatories and provide them with a copy of this written response. FTA will then proceed 
accordingly. 


B. If the ACHP does not provide its advice regarding the dispute within the 30-day time 
period, FTA may make a final decision on the dispute and proceed accordingly. Prior to 
reaching such a decision, FTA shall prepare a written response that takes into account any 
timely comments regarding the dispute from the Signatories and provide the Signatories 
and the ACHP with a copy of such written response. 


C. FTA and WMATA’s responsibility to carry out all other actions subject to the terms of 
this MOA that are not the subject of the dispute remains unchanged. 


IX. AMENDMENTS 


This MOA may be amended when such an amendment is agreed to in writing by all Signatories. 
The amendment will be effective on the date a copy signed by all Signatories parties 1s filed with 
the ACHP. Revisions to any Appendix to this MOA determined to be non-substantive by the 
Signatories will not require an amendment to the MOA but must be agreed to in writing by the 
Signatories. 


X. TERMINATION 


If any Signatory determines that the terms of this MOA will not or cannot be carried out, that party 
shall immediately consult with the other Signatories to attempt to develop an amendment per 
Stipulation [X, above. If within 30 days, or another timeframe agreed to by all Signatories, 
agreement on an amendment cannot be reached, any Signatory may terminate the MOA upon 
written notification to other Signatories. 


If the MOA is terminated, and prior to work continuing on the Undertaking, FTA must either: (a) 
execute another MOA pursuant to 36 CFR § 800.6; or (b) request, take into account, and respond 
to the comments of the ACHP pursuant to 36 CFR § 800.7. FTA shall notify the signatories as to 
the course of action it will pursue. 


XI. GENERAL PROVISIONS 


A. Counterparts; Electronic Signature 
This MOA may be executed in two or more counterparts, each of which shall be deemed 
an original, but all of which together shall constitute one and the same instrument. This 
MOA may be signed electronically. 


B. Distribution of MOA 
Within one (1) week of the last signature on this MOA, FTA shall provide each Signatory 
and consulting party with one high quality, legible, full color, electronic copy of the fully- 
executed MOA and all of its attachments integrated into a single document. Internet links 
will not be used as a means to provide copies of attachments since links to web-based 
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information often change. If the electronic copy is too large to send by e-mail, WMATA 
shall provide a copy of this MOA as described above, on a flash drive, compact disc, or 
other suitable, electronic means. 


XII. DURATION 


This MOA will expire if its terms are not carried out within ten (10) years from the date of 
execution, or when FTA determines that all stipulations have been satisfactorily fulfilled. 
WMATA shall notify FTA when the project is completed and there are no further opportunities 
for unanticipated discoveries as described in Stipulation V above. Prior to expiration, FTA may 
consult with the Signatories to reconsider the terms of the MOA and amend it in accordance with 
Stipulation IX. 


Execution of this MOA and implementation of its terms evidences that FTA has taken into account 
the effects of the Undertaking on historic properties and afforded the ACHP an opportunity to 
comment. 
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1914 Photograph of the Northern Bus Garage looking southeast (DC History Center) 
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Introduction 

The Northern Bus Garage is listed in the National Register of Historic Places (NRHP) (listed in 2013) and 
the D.C. Inventory of Historic Sites (listed in 2012). The building, located at 4615 14" Street NW and 
formerly known as the Capital Traction Company Car Barn or the Decatur Streetcar Barn, was originally 
constructed by the Capital Traction Company in 1906. Fully converted from a streetcar barn to a bus 
garage in 1959 and transferred to WMATA in 1966, the structure is a vital storage and maintenance 
facility for WMATA’s bus transportation services. The original building, designed in the Italian 
Renaissance Revival style, is a one-story brick masonry building with partial basement level, the length 
of which spans two city blocks. The building appears to be two complementary masses; one being a two- 
story structure used as administrative offices and the other housing the repair shops and garage, which 
features a three-story tower. The building was significantly altered during renovation work completed in 
1987-1992. During this time, the southern and eastern elevations of the building were enveloped ina 
one-story addition with rooftop parking. Decatur Street, to the north, was enclosed and substantial 
demolition to the roof, interior columns, and basement floor slab also occurred. Additionally, there were 
many alterations to the administrative offices and the original building elevations. 


Current operational and programmatic challenges require that the bus garage be rebuilt while 
preserving the historic 14" Street facade of the building. It is important that the Northern Bus Garage 
Replacement Project (the project) meet WMATA’s goals of modernization, sustainability, increased 
community integration, and flexibility for the future needs of electric buses while preserving the historic 
fabric that retains integrity and expresses the significance of the building. 


FTA-funded projects undertaken by WMATA are subject to Section 106 of the National Historic 
Preservation Act (NHPA), requiring Federal agencies take into account the effects of their undertakings 
on historic properties and, if the project is determined to have an adverse effect, afford the Advisory 
Council on Historic Preservation (ACHP) the opportunity to comment on such undertakings. The Section 
106 process was initiated in April 2019, and the undertaking was determined to have an adverse effect 
by FTA and the DC State Historic Preservation Office, although the ACHP declined to participate in the 
consultation. The project also requires DC Historic Preservation Review Board (HPRB) review and 
approval. Through the Section 106 process, the FTA has determined that mitigation will be recorded ina 
Memorandum of Agreement. 


History and Significance of the Building 

The bus garage was constructed in 1906 to serve as a streetcar storage and maintenance facility and 
house administrative offices for the Capital Traction Company. (See Figure 1) The building was designed 
by architecture firm Wood, Donn and Deming and was built by construction firm Richardson and 
Burgess, opening in 1907. In 1926, the basement portion of the building was leased to the Washington 
Rapid Transit Company for bus maintenance and storage. Between 1956 and 1962, all D.C. streetcar 
lines were eliminated or converted to bus routes. In 1959, the building was converted to a bus garage, 
and ownership was transferred to WMATA in 1966.? 


1 National Register of Historic Places, Capital Traction Company Car Barn, Washington, D.C., National Register 
#13000290 
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The Northern Bus Garage building was listed in the D.C. Inventory of Historic Sites in 2012, and in the 
NRHP in 2013 under Criteria A and C for its architectural and historic significance.’ It is considered an 
outstanding example of Italian Renaissance Revival design for its building type and is directly associated 
with the streetcar system, a public transportation system that helped develop and determine 
development patterns of the District of Columbia.’ The building is also eligible for designation under the 
multiple-property document Streetcar and Bus Resources of Washington, D.C. 1862-1962. According to 
the multiple property documentation form, to remain eligible under Criterion C, the building must retain 
its high-style architectural design as well as its original form or shed-like appearance and the streetcar 
entry openings.* 


The building’s period of significance is from 1906-1959, spanning the period when it served as a 
streetcar barn. The period of significance ends when it was converted to a bus garage. Since 1959, 
many significant alterations have been made to the building. 


Figure 1. 1906 photograph of the car barn and administrative offices during construction (Washington Times) 





HUCT STRUCTURE OF CAPITAL TRACTION RAILWAY COMPANY, NEARING COMPLETION 


2 Under NRHP Criterion A, properties are eligible for listing if they are associated with events that have made a 
significant contribution to the broad patterns of our history. Under NRHP Criterion C, properties are eligible for 
listing if they embody the distinctive characteristics of a type, period, or method of construction, or represent the 
work of a master, possesses high artistic values, or represent a significant and distinguishable entity whose 
components may lack individual distinction. Under the criteria for the DC Inventory, the property is eligible for 
designation based on the following values: history and architecture and urbanism. 

3 National Register of Historic Places, Capital Traction Company Car Barn, Washington, D.C., National Register 
#13000290 

* National Register of Historic Places, Streetcar and Bus Resources of Washington, D.C. Multiple Property Listing, 
Washington, D.C., #64500948 

> National Register of Historic Places, Capital Traction Company Car Barn, Washington, D.C., National Register 
#13000290 
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Physical Description and Chronology of Development 

The Northern Bus Garage site is bounded by 14" Street to the west, Decatur Street to the north, lowa 
Ave to the northeast, Arkansas Ave to the southeast, and Buchanan Street to the south. The main facade 
of the building faces 14" Street, and therefore, the west facade is the most decorative. As originally 
constructed, the brick masonry car barn measured 537 feet (north-south) by 208 feet (east-west), 
occupying nearly half of the site on Square 2811 and a portion of Square 2815. As platted, the two 
squares were intended to be divided by Crittenden Street. However, because of the construction of the 
car barn, the road was never laid, and the squares remained joined. The 1911 Baist Real Estate Map 
shows the original footprint and surrounding streets of the garage. It is interesting to note the 
residential character of the neighborhoods to the north of the garage and that the Capital Traction 
Company owned the squares west of 14'" Street, yet the area was not developed at the time. (See 
Figure 2) 


Figure 2. 1911 Baist Real Estate Map; Decatur Streetcar Barn is the pink building labeled as the Capital Traction Co. (Library of 
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The building was designed to look like two complementary masses: a two-story structure housing the 
administrative offices, featuring a hipped roof with overhanging eaves, and a two-story car barn and 
repair shop, characterized by a grand three-story tower with a clerestory. As designed and constructed, 
the garage consisted of an upper (main level) entered along 14" Street and a partially excavated lower 
(basement) level, accessed from the south elevation of the building. Exterior character-defining features 
included brick walls accented with stone belt courses, quoining, and keystones; shallow-pitched hipped 
roofs of the tower and administrative offices, and bracketed eaves. (See Figure 3) The garage and repair 
shop featured a flat roof with a front gable parapet and several large skylights. The building originally 
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featured three streetcar entrances and exits on the west facade: two facing west and framing the 
administrative offices and one facing north, immediately adjacent to the tower. Arched window 
openings on all elevations provided light to the garage and repair shop. The administrative offices, 
tower, and several projecting pavilions along the north and west elevations featured rectangular 
windows. 


The interior of the car barn is formed by the concrete columns and roof structure. Skylights and the 
arched window openings provided plentiful daylight. The upper level featured two transfer tables, 
allowing for the efficient mobility and storage of the street cars. The transfer tables ran parallel to each 
other from the front (west) to rear (east) elevations of the building. (See Figure 4) 


Figure 3. 1914 exterior photograph of the northwest corner of the streetcar barn showing the administrative offices, tower, and 
two of the three original streetcar openings. The north elevation features arched window openings and hipped roof pavilions at 
the center and western corner of the elevation (DC History Center) 
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Figure 4. 1914 interior photograph of the Decatur Streetcar Barn showing the transfer table in the foreground and the skylight 
above (DC History Center) 





In 1926, the Washington Rapid Transit Company, established in 1921, leased the lower level of the 
garage from the Capital Traction Company to use for buses. According to the NRHP nomination, a one- 
story addition was added to the east elevation of the building at this time to provide storage facilities for 
the buses. The addition is visible in the 1959 Sanborn map and a 1974 aerial photograph of the bus 
garage. (See Figure 5 and Figure 6) It is possible that the 1926 addition was expanded after 1959, as it 
appears slightly larger in the 1974 photograph. 


Presumably, many interior alterations were made circa 1959 when the streetcar barn was fully 
converted to a bus garage, however, the streetcar openings along the west facade continued to be used 
as bus entries and exits to the garage and repair shops. It is likely that the transfer tables and bays for 
the streetcars were infilled. Boring samples completed in December 2019 have revealed that partial 
track infrastructure is extant, although encapsulated in concrete infill. Currently, no documentation has 
been found that illustrates the interior changes that occurred during this time. Exterior photographs 
indicate that an additional bus opening was added on the west facade between 1949-1962, immediately 
adjacent to the north facing opening to the south of the tower. The opening was cut within the 
pedimented projection, requiring the removal of an arched window opening. A molded cast stone 
surround, complementing the surrounds of the original openings, was installed. Photographs from 1974 
also indicate that an arched window opening at the southern end of the west facade, to the right (south) 
of the pedimented parapet, was changed to a doorway. 
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Figure 5. 1959 Sanborn map showing the garage (then owned by the Capital Transit Company) and the 1926 addition at the 
east side (Capital Traction Company Car Barn National Register Nomination Form) 
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Figure 6. 1974 photograph of the bus garage looking northwest; the 1926 addition is visible on the right (WMATA Archive, 
George Washington University Special Collections) 
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The date of the construction of the smokestack at the south elevation of the garage is unknown, but 
photographs indicate it was constructed after 1914 and before 1962, likely dating to the period of 
significance. It was constructed to exhaust smoke from the coal-powered boiler room located in the 
lower level, as discerned from 1978 renovation drawings. (See Figure 7) In the 1980s, it was altered with 
new openings to accommodate updated mechanical equipment. 


Another instance of unknown alteration occurred to the north of the tower. 1914 blueprints show that 
the north elevation of the tower adjacent to the streetcar opening was originally exposed, however, 
1978 existing condition drawings show that an angled wall had been built at the streetcar opening, 
closing off the north elevation of the tower. Today, the wall is still extant, and a doorway has been 
inserted. (See Figure 8) 


Figure 7. 1978 Renovation drawing; red arrow shows the smokestack adjacent to the boiler room and coal storage (WMATA) 
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Figure 8. Angled brick wall on right constructed sometime after 1914 and prior to 1978. The wall created an additional interior 
room and enclosed the north elevation of the tower at that level. The other angled wall with the overhanging door was added 
after 1978 (BBB) 





Numerous significant alterations to the property occurred in the 1980s. To reduce noise effects from bus 
operations to the surrounding neighborhoods, a thirteen-foot high red brick wall was erected in 1982- 
1983 around the WMATA property, encircling nearly all of Squares 2811 and 2815, except for the 
southwest corner at Buchanan and 14" Streets. 


From 1987 to 1992, the bus garage underwent a phased renovation and addition. The 1926 bus garage 
addition to the east of the original structure was demolished, and a one-story maintenance facility and 
garage with rooftop parking was constructed within the 1983 property wall, wrapping the east, south, 
and north elevations of the building. (See Figure 9) The majority of the original roof was demolished and 
rebuilt except for roofing over several bays at the northern end and a bay that remained along the full 
perimeter of the building. (See Figure 10 and Figure 11) All but two of the original wood windows were 
replaced with aluminum windows, and several window openings were enclosed or changed to bus 
openings. A bus entry was inserted at the southern end of the west facade, immediately left (north) of 
the pedimented parapet at that end. (See Figure 12) To the right (south) of the pediment, an additional 
window was changed to a doorway. (See Figure 13) 


The north and majority of the east elevations of the building were enclosed by the addition and bus 
ramp. The ramp descends west to east and north to south, following the topography of the site. As a 
result, Decatur Street, between 14" Street and lowa Ave. was closed to traffic and was incorporated into 
the bus garage. A truncated roof encloses the original north elevation of garage. The original north 
elevation, which featured arched window openings was significantly altered with new bus openings, 
allowing buses to easily move from the garage to the bus ramp and exit at Decatur and 14" Streets. (See 
Figure 14) The east elevation was enveloped by the addition. The original arched window openings are 
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still present, although many of the fanlights have been infilled with brick or replaced with louvers. The 
original east wall remains visible at the upper level interior and from the roof of the 1987 addition. (See 
Figure 15) The addition also had significant effects to the south elevation of the original structure. The 
lower level of the south elevation was fully enclosed and many of the windows at the upper level were 
removed and filled with glass block. 


Figure 9. Contemporary aerial image of the bus garage looking southeast; the original bus garage was wrapped in the one-story 
1987-1992 addition that enclosed Decatur Street to the left (north) of the administrative offices and provided WMATA with 
rooftop parking at the south and east (Google) 





Figure 10. 1987 photograph looking east showing the extent of the demolition that occurred within the bus garage. The entire 
ceiling and roof structure in this area was removed except for one bay along the perimeter of the east wall (WMATA Archive, 
George Washington University Special Collections) 
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Figure 11. Diagram showing the extent of the original roof structure that was removed during the 1987-1992 renovation in 
green. The red outline shows the original footprint of the garage and the blue outline shows the contemporary property outline. 
Everything outside the red outline was added during the 1987-1992 renovation (BBB) 
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Figure 13. The two doorways to the right of the pedimented bay are not historic. The one on the left was changed from a 
window opening to a door prior to 1974 while the one on the right was changed during the 1987-1992 renovation (BBB) 


a 





Figure 14. A truncated roof shelters the original north elevation and Decatur Street. Large openings for buses were punched in 
the wall during the 1987-1992 renovation (BBB) 
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Figure 15. Roof of the 1987 addition abuts the original east elevation. Several of the arched windows have been infilled with 
brick (BBB) 





Significant interior alterations were made to the administrative offices. Rooms were reconfigured, and a 
new stair and elevator tower addition was constructed at the north end of the office building. The stair 
and elevator tower was designed to match the Italian Renaissance Revival style of the rest of the 
building and features the same materials, a slate hipped roof, overhanging eaves with brackets, and 
similar brick detailing. The interior of the garage was also impacted. The majority of columns on the 
upper level were removed and reconstructed when the majority of the roof was demolished and rebuilt. 
On the lower level, the original columns and ceiling slab remain, however, the concrete floor slab was 
removed, and the floor was excavated approximately 12 inches and re-laid. The original columns and 
exterior walls are supported by non-historic concrete footings to adjust for the lowered floor. (See 
Figure 16) 
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Figure 16. Lower level of the bus garage; the original columns and ceiling are present, however, the concrete floor was removed 
and excavated in the 1980s. The new concrete footings below the columns are visible in the photo (BBB) 





Summary of Exterior Conditions 

The administrative offices and 14" Street facade exterior building fabric are in overall fair condition. 
Open and debonded masonry joints are present but are concentrated to vertical facing joints at the 
building cornices, projecting string courses, and sills. The stone and brick masonry exhibit limited 
spalling, cracks, perforations from ferrous metal inserts or previous attachments, inappropriate past 
masonry repairs and patches, soiling, and biological growth. Cracks and spalling are especially present at 
the stone cornice and the stone surrounds at the original streetcar openings along 14" Street. (See 
Figure 17) The pebble-dashed stucco material present at the eaves of the administrative offices and 
tower is in good to fair condition, exhibiting some areas of cracking and missing stucco. Many slates on 
the hipped roof are broken or loose. Metal snow guards are bent and ineffective and the construction of 
the slate roof shows deficiencies. The roof should be investigated for appropriate flashing, slate headlap, 
underlayment, and ridge construction. The roof may require replacement. 


Repair and restoration of the administrative offices and 14* Street NW masonry facade will require a 
variety of treatments. Cracks should be repaired and patched with grout or restoration mortar with a 
composition appropriate for the masonry substrate. Structural cracks may require the insertion of pins 
to further stabilize the masonry. Small spalls may be tooled to sound stone so that further spalling 
doesn’t occur, and that water doesn’t collect or pool. Larger spalls may require patching with 
restoration mortar or full or partial masonry replacement. All open and debonded joints should be 
repointed using matching mortar and missing masonry patched with matching materials. Ivy plants 
growing on the masonry should be carefully removed. The masonry should be cleaned using the 
gentlest means possible to remove soiling, staining, and biological growth. Soiling is especially apparent 
at the cornice and at the base of the building. 
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Figure 17. The north facing streetcar/bus opening adjacent to the tower exhibits stone cracking, spalling, and masonry soiling 
which require repair (BBB) 





Summary of Treatment and Effects to the Historic Fabric 

As discussed above, the bus garage has experienced many alterations across its 114-year history, 
especially as a result of the 1987-1992 renovation. Such changes have affected the integrity of the 
historic fabric. The 14" Street facade has been altered the least and retains much of its original Italian 
Renaissance Revival design. The facade, including the administrative offices and tower, has a high level 
of integrity of design, materials, and workmanship. The remaining elevations have been significantly 
modified and the integrity of design, materials, and workmanship has been diminished. The same can be 
said for the interior of the garage, which was significantly altered by the removal of the majority of the 
upper level columns, lower level slab, and roof structure. 


The drawing below shows the existing historic masonry walls overlaid on the design for the upper level 
of the new bus garage. (See Figure 18) Due to the alterations of the historic fabric and the need for a 
new bus garage that can accommodate efficient and safe vehicle circulation for 40’-0” and 60’-0” 
articulated buses, the existing bus garage must be replaced. The new bus garage will also ensure 
adequate height clearance for newer diesel buses and future overhead charging for electric buses, be 
reorganized to expand the number of maintenance bays and bus storage parking, incorporate a retail 
element for increased community integration, will be able to 100 percent filter exhaust air, and will 
reduce operating costs through sustainable strategies. The replacement bus garage project proposes 
that the east wall and the majority of the north and south walls be demolished. However, the entire 
west facade, including the administrative offices and tower, would be retained and preserved allowing 
for the conservation, repair, and cleaning of areas of damage, weathering, soiling, and staining. There is 
also the opportunity to replace the existing widows with replicas of the historic windows and restore 
window openings that were previously infilled or replaced with louvers. Such treatments would be 
developed as design coordination for the project continues. Portions of the upper level of the north and 
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south elevations, immediately adjacent to the west facade, may be retained but will require continued 
design coordination and input from the Section 106 process and other review processes, before a final 
decision on treatment can be made. 


Bibliography 
Primary Resources 
D.C. History Center 


The D.C. History Center, located at the Carnegie Library in Washington, D.C. holds several 
photograph collections, including the John P. Wymer collection, Kathleen Sinclair Wood collection, the 
Crockett streetcar photo collection, and the Joseph Jessel streetcar slide collection, which had several 
photographs of the Northern Bus Garage from the 1940s through the 1960s. The Capital Transit 
Company records are also located at the History Center, which included photographs and blueprint 
drawings from 1914. 


WMATA Archive at the George Washington University Special Collections Library 


The WMATA Archives at the George Washington University Special Collections Library held 
many photographs of the bus garage from 1974 and of the 1987-1992 renovation and addition work. 


Secondary Resources 


National Register of Historic Places, Capital Traction Company Car Barn, Washington, D.C., National 
Register #13000290 


National Register of Historic Places, Streetcar and Bus Resources of Washington, D.C. Multiple Property 
Listing, Washington, D.C., #64500948 
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Northern Bus Garage 
Proposed Floor Plan with Historic Overlay — Upper Level 
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ATTACHMENT 4 
RESTORATION NARRATIVE SCOPE OF WORK, ELEVATIONS AND PLANS 
NORTHERN BUS GARAGE RENOVATION PROJECT 
MEMORANDUM OF AGREEMENT 


Restoration Narrative Scope of Work 


The restoration scope for the WMATA Northern Bus Garage will include the restoration of the 
14" Street elevation; a 36’8” portion of the original south elevation, including the chimney; and 
a 28’ 7” portion of the original north elevation. The restoration will include the removal of non- 
original alterations, including the c. 1987-1992 Administration Building stair tower, the 1970s 
angled brick wall in the original streetcar entry, two non-original pedestrian doors in the 14" 
Street elevation (northern door c. 1970, southern door c. 1987-1992), and the removal of non- 
original brick window infills. The elevations will be cleaned, repaired, and repointed where 
needed. The 14" Street NW elevation will be supported by temporary supports during excavation 
and construction of the new facility. The south portion of the elevation that will be retained will 
be catalogued, dismantled, and reassembled prior to restoration as its foundations are in conflict 
with the new bus drive aisle. 


The elevation restoration includes the installation of new aluminum wrapped wood core IGU 
windows and exterior Administration Building doors to match the historic windows and doors as 
closely as 1s possible. Historic images, such as photographs and available plans, were used as 
source material for the design of new doors and windows. The historic symmetrical design of 
the doors will be retained for the new doors, in keeping with the historic character of the 
building. The two extant original wood windows on the 14" Street NW elevation will be 
restored and reinstalled in their existing locations. A historic round wood window currently 
located at the east elevation will be salvaged, restored, and installed in an opening in the 14" 
Street NW elevation where this same type of window was originally located, but the window was 
removed and bricked in at some point. 


A survey completed in February of 2020 determined that overall, the brick masonry is in good 
condition. There are limited areas of step cracking, bio growth, staining, incompatible 
repointing, and previous alterations. All historic fabric will be cleaned in a manner consistent 
with the Secretary of the Interior’s Guidelines for Rehabilitation: cleaning soiled masonry 
surfaces with the gentlest method possible. Non-original brick or mortar will be removed. Non- 
original and deteriorated mortar will be removed and replaced with an approved matching mortar 
as noted above. Non-original brick will be replaced with historic brick salvaged from the site 
and mortar analysis will be undertaken to determine an acceptable mortar for repairs. In order to 
retain as much historic masonry in situ as possible, small brick cracks or mechanical damage will 
be repaired rather than replaced. These repairs are ONLY for minor cracks and holes from 
anchors drilled in the face of the brick will be repaired with a patching mortar in compliance 
with the Secretary of the Interior’s Guidelines for Rehabilitation. 
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The limestone and granite portions of the elevation are in a more distressed condition than the 
brick and will require more repair and, in select locations all noted on the drawings, replacement 
to match historic. Small areas of stone damage will be repaired with custom matched mortar 
repairs or dutchman. Only in a few limited instances will replacement to match historic be 
required. All limestone and granite will be cleaned in a manner consistent with the Secretary of 
the Interior’s Guidelines for Rehabilitation: cleaning soiled masonry surfaces with the gentlest 
method possible. As detailed in contract documents, the non-historic parapet flashing currently 
installed in some locations on 14" Street will be removed to expose the historic limestone 
beneath. Small areas of stone damage will be repaired with custom matched mortar repairs or 
dutchman. Only in a few limited instances will replacement to match historic be required. 


The pebble dash stucco at the cornice of the Administration Building and Tower will be cleaned 
in a manner consistent with the Secretary of the Interior’s Guidelines for Rehabilitation: cleaning 
soiled masonry surfaces with the gentlest method possible. Repairs are identified in the contract 
documents where cracking and de-laminating has occurred. The painted wood trim in the 
cornice will be cleaned, repaired, and repainted. 


The restoration will include the replacement of the non-original Administration Building and 
Tower slate and metal roofs with historically appropriate slate and metal roofing. The roofs and 
underlayment require full replacement based on poor condition. New gutters and downspouts to 
match the historic will be installed. 


Restoration Elevations and Plans on following pages: 
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WMATA Northern Bus Garage 


4615 14th Street NW 
Washington, D.C. 20011 


Elevations for Section 106 Consultation 
October 1, 2021 





1914 Photograph (DC History Center) 
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NORTHERN BUS GARAGE OCTOBER 2021 


Northern Bus Garage - Preservation Treatment Approach - Elevations 
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EXISTING | 1 5 - ALTERATIONS/PREVIOUS 1. INSTALL NEW SLATE ROOF AND UNDERLAYMENT AT TOWER, ADMINISTRATION BUILDING, & HIPPED ROOF TO NORTH OF 
NEW OR REINSTALLED REPAIRS. REMOVE NON-ORIGINAL ee EON WOOD ADMINISTRATION BUILDING TO REMAIN. REFER TO ARCH DRAWINGS FOR SPLASH BLOCKS 
SALVAGED HISTORIC FABRIC BRICK OR STONE & INSTALL RE: ER-60O1 FOR WINDOW 
SALVAGED HISTORIC BRICK OR NEW abe 2. ALL MASONRY TO RECEIVE GENERAL CLEANING. REFER TO MASONRY CLEANING SPECS 
EXISTING CONDITIONS REQUIRING STONE TO MATCH EXISTING. SCHEDULE 
TREATMENT 5A - FERROUS METAL 3. REMOVE ALL EXISTING PARAPET FLASHING . REPOINT ALL SKYWARD FACING JOINTS IN PARAPET & INSTALL LEAD T'S AT ALL 
INSERTS REINSTALLED RESTORED HISTORIC HORIZONTAL JOINTS IN EXISTING LIMESTONE COPING 
SS T-REPAIR CRACKS AND 6 - OPEN JOINT WOOD WINDOW 
DEFORMATION exe exe 7 - DEBONDED JOINT RE: ER-601 FOR WINDOW 
1A - CRACK SCHEDULE 
TY 2 - REPAIR DETACHMENT m1 8 - INACCESSIBLE PORTION OF 
(1. AND DISLOCATION FACADE DUE TO EXISTING NEW DOOR TAG 


Sele NiG 0 Ne APTERDEMOLITION. | /~, \ EL-01-04 SOUTH ELEVATION - EXTERIOR RESTORATION 


WINDOW TAG 
DEPOSITS REFER TO BRICK AND STONE REPAIR, 
3A - SOILING REPOINTING AND CLEANING KER 101 / 1 /1 6" _ 1 ' Q" 








4 - REMOVE BIOLOGICAL SPECIFICATIONS FOR TREATMENT 
COLONIZATION PROCEDURES 
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Northern Bus Garage - Preservation Treatment Approach - Elevations 








NEW SLATE ROOF W/ NEW UNDERLAYMENT, 
GUTTERS & DOWNSPOUTS 


NEW DOWNSPOUT 
IN EXISTING 
LOCATION 
(BEYOND) 








1A (TYP): CRACKING OF STUCCO, 
ESPECIALLY AT CENTER OF ARCH 


3A (TYP): SOILING ON STUCCO 


2: EXPOSED LATH; 
INSTALL NEW PLASTER 
AGGREGATE STUCCO TO 
MATCH EXISTING 



















CENTER PORTION OF ADMIN ROOF NEW 
STANDING SEAM COPPER ROOF WITH 
UNDERLAYMENT 


1A (TYP); CRACKING OF STUCCO, 
ESPECIALLY AT CENTER OF ARCH 


INSTALL NEW ROOF 
EAVE, CORNICE, & 
GUTTER TO TIE INTO 


AT EAVES NEW SLATE ROOF 
W/ NEW 3A (TYP): SOILING ON EXISTING WHERE 
UNDERLAYMENT STUCCO AT EAVES ADDITION REMOVED. 
3A (TYP): SOILING ON eee 2 CORNICE & EAVE TO 
QUOINS per NEEou MATCH EXISTING. 
3A (TYP): ee — 
SOILING AT SILLS 7 | 
NEW DOWNSPOUT IN EXISTING 
LOCATION. DISCHARGES ONTO | 
NEW GARAGE ROOF | ee ee es eg ee 
NS F™N 
CHIEU: “2 WHA a We GOS ar Oi AREA — NEW CONSTRUCTION 
Tt EE 
Hi ca 
PEELING PAINT ON 
Siete eds PRECAST MOLDINGS | 
STAINING AT 7. | 
GUTTER TYP. ae) | | 
NEW DOWNSPOUT IN EXISTING ooo oo | | 
NEW DOWNSPOUT. LOCATION. DISCHARGES ONTO | NEW GARAGE ROOF 
DISCHARGES ONTO NEW, NEW GARAGE ROOF \ 
GARAGE ROOF EXISTING MASONRY WALL TO REMAIN 
REMOVE ALL ASSUME REPOINTING OF 25% OF EXTERIOR REMOVE ALL PAINT FROM EAST NEW DOWNSPOUT. 
PAINT FROM FACADE OF FIRST LEVEL OF ADMIN BUILDING FACADE OF ADMIN BUILDING DISCHARGES ONTO NEW 
INTERIOR OF GARAGE ROOF 
FACADE 
SYMBOLS LEGEND SHEET] NOTES 





EXISTING 
NEW OR REINSTALLED 
SALVAGED HISTORIC FABRIC 


EXISTING CONDITIONS REQUIRING 
TREATMENT 


1 - REPAIR CRACKS AND 
DEFORMATION 
1A - CRACK 


2 - REPAIR DETACHMENT 
AND DISLOCATION 
2A - CHIPPING 
3 - CLEAN DISCOLORATION AND 
DEPOSITS 
3A - SOILING 


4 - REMOVE BIOLOGICAL 
COLONIZATION 


OCTOBER 2021 


5 - ALTERATIONS/PREVIOUS 
REPAIRS. REMOVE NON-ORIGINAL 
BRICK OR STONE & INSTALL 
SALVAGED HISTORIC BRICK OR NEV 
STONE TO MATCH EXISTING. 

SA - FERROUS METAL 
INSERTS 


6 - OPEN JOINT 
exe ee / - DEBONDED JOINT 


8 - INACCESSIBLE PORTION OF 
FACADE DUE TO EXISTING 
CONSTRUCTION. BBB TO SURVEY 
AFTER DEMOLITION 


REFER TO BRICK AND STONE REPAIR, 
REPOINTING AND CLEANING 
SPECIFICATIONS FOR TREATMENT 
PROCEDURES 


NEW ALUMINUM WRAPPED WOOD 
CORE WINDOW WITH IGU 

RE: ER-601 FOR WINDOW 
SCHEDULE 


REINSTALLED RESTORED HISTORIC 
WOOD WINDOW 

RE: ER-601 FOR WINDOW 
SCHEDULE 


NEW DOOR TAG 


WINDOW TAG 





1. INSTALL NEW SLATE ROOF AND UNDERLAYMENT AT TOWER, ADMINISTRATION BUILDING, & HIPPED ROOF TO NORTH OF 
ADMINISTRATION BUILDING TO REMAIN. REFER TO ARCH DRAWINGS FOR SPLASH BLOCKS 


2. ALL MASONRY TO RECEIVE GENERAL CLEANING. REFER TO MASONRY CLEANING SPECS 


3. REMOVE ALL EXISTING PARAPET FLASHING . REPOINT ALL SKYWARD FACING JOINTS IN PARAPET & INSTALL LEAD T'S AT ALL 
HORIZONTAL JOINTS IN EXISTING LIMESTONE COPING 


/~ EL-02-01 EAST ELEVATION - EXTERIOR RESTORATION 
ROY 4/46" = 4'-0" 





PAGE 3 





Northern Bus Garage - Preservation Treatment Approach - Elevations 





MATCHLINE 


1 / ER204 


1A (TYP); CRACKING OF STUCCO, 
ESPECIALLY AT CENTER OF ARCH 


EXISTING CHIMNEY TO REMAIN 3A (TYP): SOILING ON STUCCO AT 
NEW CONSTRUCTION eee 
NEW SLATE ROOF W/ NEW UNDERLAYMENT, PEELING PAINT ON PRECAST 3A (TYP): SOILING AND | 
GUTTERS & DOWNSPOUTS MOLDINGS AT EAVES (TYP) STAINING ON UNDERSIDE OF 


ee es STONE OPENING SURROUND 


MORTAR JOINT IN | 


— g (TYP): OPEN JOINTS AT CORNICE, ESPECIALLY | \ 
AT VERTICAL JOINTS SSS SS aaa SSS 
Tra VA ‘et ii i id a id ie i ERY ay 
CAMERA: ANCHOR IN BRICK MORTAR JOINT. SEE 3 : 
— {TT | rs 


DETAIL 3/ER605 





. 
= | 
) ; 
(RS 
Vie To. | m4 
5: PREVIOUS REPAIR AT HEADER Ss = i | ! 
NEW OVERHEAD SECTIONAL DOOR. REFER TO { mF . om | ; j lt 
ARCHITECTURAL DRAWINGS lq . ohtTt ra 
a.) =a ee ee == mal: 
a a a 2 Hy | 7A dE 
2: CHIPPING AT JAMB 3 
3A: SOILING ON JAMBS OF 
OPENING 
REFER TO CIVIL DRAWINGS FOR SLOPED CAMERA: ANCHOR IN BRICK EXISTING GRANITE STAIR TO 
CONCRETE PATH TO DOOR MORTAR JOINT. SEE DETAIL REMAIN 
3/ER605 
SYMBOLS LEGEND _ : SHEET NOTES 








EXISTING Resseey 5 - ALTERATIONS/PREVIOUS 1. INSTALL NEW SLATE ROOF AND UNDERLAYMENT AT TOWER, ADMINISTRATION BUILDING, & HIPPED ROOF TO NORTH OF 
NEW OR REINSTALLED REPAIRS. REMOVE NON-ORIGINAL Se Eon nica” WOOD ADMINISTRATION BUILDING TO REMAIN. REFER TO ARCH DRAWINGS FOR SPLASH BLOCKS 
SALVAGED HISTORIC FABRIC BRICK OR STONE & INSTALL RE: ER-601 FOR WINDOW 
SALVAGED HISTORIC BRICK OR NEW ane 2. ALL MASONRY TO RECEIVE GENERAL CLEANING. REFER TO MASONRY CLEANING SPECS 
EXISTING CONDITIONS REQUIRING STONE TO MATCH EXISTING. SCHEDULE 
TREATMENT 5A - FERROUS METAL 3. REMOVE ALL EXISTING PARAPET FLASHING . REPOINT ALL SKYWARD FACING JOINTS IN PARAPET & INSTALL LEAD T'S AT ALL 
INSERTS REINSTALLED RESTORED HISTORIC HORIZONTAL JOINTS IN EXISTING LIMESTONE COPING 
1 - REPAIR CRACKS AND 6 - OPEN JOINT WOOD WINDOW 
DEFORMATION exe exe 7 - DEBONDED JOINT RE: ER-601 FOR WINDOW 


2- pean Bee wea . | 8- INACCESSIBLE PORTION OF as {i™ EL-03-07 WEST ELEVATI ON ~ EXTE RI OR RESTORATION 


AND DISLOCATION FACADE DUE TO EXISTING NEW DOOR TAG 


2A - CHIPPING CONSTRUCTION. BBB TO SURVEY 
3 - CLEAN DISCOLORATION AND AFTER DEMOLITION | /1 6" = | "0" 


WINDOW TAG 
DEPOSITS REFER TO BRICK AND STONE REPAIR, 


3A - SOILING REPOINTING AND CLEANING 
4 - REMOVE BIOLOGICAL SPECIFICATIONS FOR TREATMENT 
COLONIZATION PROCEDURES 
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Northern Bus Garage - Preservation Treatment Approach - Elevations 





NEW SLATE ROOF W/ NEW UNDERLAYMENT, 











2) 
LU 
Cz GUTTERS & DOWNSPOUTS 
—! 
fy 5 1A (TYP); CRACKING OF STUCCO, REMOVE ALL EXISTING SEALANT & FLASHING 
LW ESPECIALLY AT CENTER OF ARCH FROM EXPOSED BACK SIDE OF PARAPET ABOVE 
~'s NEW ROOF. REPOINT 100% OF BACKSIDE OF 
ae 3A (TYP): SOILING ON STUCCO PARAPET. 
| a—s—“‘“‘“‘“(“‘C‘CY/OATEAVES 
WoW TCT TT EL INSTALL RESTORED SALVAGED WOOD WINDOW 
oh 6 (TYP); DEBONDED JOINTS AT FROM EAST FACADE 
—— CORNICE, ESPECIALLY AT 
VERTICAL JOINTS CLEAN & RESTORE BRICK WHERE 
| PRE-CAST SURROUND WAS | 
3A (TYP): SOILING Zi QUOINS 
AND STAINING ON EZZZ. NEW ALUMINUM FRAME 
UNDERSIDE OF ZZ 6 (TYP): DEBONDED STOREFRONT 
| STONE OPENING =a Mealee ee wis AT | 
Se eee ZZ, CAMERA: ANCHOR IN 
NEW ALUMINUM it WPA, BRICK MORTAR JOINT Wo 
FRAME ZZ} ZA, Z © 
STOREFRONT ————— 6 (TYP): DEBONDED 3A (TYP): SOILING AT = fy 
lw yy VERTICAL JOINTS AT CORNICE KW 
STRING COURSE ~ 
SAE Wj; LEED i I i VIEL StL cL ML tLe, LIA WILL ALL LLL ZL s — 
yy — OO ene a a a a 
SLL 


AN 
s 


'TLN 
pe 
= SS) 
» re 


wx 


Et 


| A TR 2 
i j=ncn _{ @ 1 aida da ca Ga Ga ae ce ca wa ap 


stot EH 


SSI 
Baas 


rn 
ei! 
bail 





ES 


fee (Oe Cm. 4) 
0,0 e 





2A es 
2A 2 6 
3A (TYP): SOILING AT WHITE 
BRICK QUOINING INFILL EXISTING MASONRY OPENING 6" EMERGENCY ROOF OVERFLOW DRAIN. LOCATE IN 
! WITH SALVAGED HISTORIC BRICK. HISTORIC FACE BRICK. MINIMIZE # OF AFFECTED | 
INFILL EXISTING MASONRY OPENING INCLUDING BRICK STRING COURSE AND BRICKS. REFER TO PLUMBING DRAWINGS. 
WITH SALVAGED HISTORIC BRICK, NEW STONE WATERTABLE TO MATCH 
INCLUDING BRICK STRING COURSE AND EXISTING 
NEW STONE WATERTABLE TO MATCH 
EXISTING 


5: PREVIOUS REPAIR AT BRICK SURROUNDING DOOR. 
REMOVE NON-MATCHING BRICK AND MORTAR & INSTALL 
SALVAGED HISTORIC BRICK. 


SYMBOLS LEGEND SHEET] NOTES 


EXISTING Resseed 5 - ALTERATIONS/PREVIOUS ALUMINUM ASeED Noon 1. INSTALL NEW SLATE ROOF AND UNDERLAYMENT AT TOWER, ADMINISTRATION BUILDING, & HIPPED ROOF TO NORTH OF 
NEW OR REINSTALLED REPAIRS. REMOVE NON-ORIGINAL Bene WiNDGUMICu ADMINISTRATION BUILDING TO REMAIN. REFER TO ARCH DRAWINGS FOR SPLASH BLOCKS 
SALVAGED HISTORIC FABRIC BRICK OR STONE & INSTALL RE: ER-601 FOR WINDOW 
SALVAGED HISTORIC BRICK OR NEW 2. ALL MASONRY TO RECEIVE GENERAL CLEANING. REFER TO MASONRY CLEANING SPECS 
EXISTING CONDITIONS REQUIRING STONE TO MATCH EXISTING. SCHEDULE 
TREATMENT 5A - FERROUS METAL 3. REMOVE ALL EXISTING PARAPET FLASHING . REPOINT ALL SKYWARD FACING JOINTS IN PARAPET & INSTALL LEAD T'S AT ALL 
INSERTS REINSTALLED RESTORED HISTORIC HORIZONTAL JOINTS IN EXISTING LIMESTONE COPING 
_<_ 1 REPAIR CRACKS AND 6 - OPEN JOINT WOOD WINDOW 
DEFORMATION exe ax 7 - DEBONDED JOINT RE: ER-601 FOR WINDOW 
1A - CRACK SCHEDULE 
pf 2.- REPAIR DETACHMENT 8 - INACCESSIBLE PORTION OF 


AND DISLOCATION FACADE DUE TO EXISTING 3 NEWDOOR TAG /~; \ EL-03-02 WEST ELEVATION - EXTERIOR RESTORATION 


2A - CHIPPING CONSTRUCTION. BBB TO SURVEY 


3 - CLEAN DISCOLORATION AND AFTER DEMOLITION 
DEPOSITS WINDOW TAG " nn 
REFER TO BRICK AND STONE REPAIR, 1 /4 6 = 1 0) 


3A - SOILING REPOINTING AND CLEANING 
4 - REMOVE BIOLOGICAL SPECIFICATIONS FOR TREATMENT 
COLONIZATION PROCEDURES 
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OZ NEW SALVAGED FACE BRICK ABOVE 
, = EXISTING LINTEL WHERE PRECAST 
Te SURROUND REMOVED 
$s 
~~, 
| 
— REFER TO ARCH REMOVE ALL EXISTING SEALANT & 
FOR NEW FLASHING FROM EXPOSED BACK SIDE OF 
OVERHEAD PARAPET ABOVE NEW ROOF. REPOINT 
COILING DOOR 100% OF BACKSIDE PF PARAPET 
NEW SALVAGED 
FACE BRICK 5: PREVIOUS REPAIR AT NORTH 
| Bees o er SIDE OF CHIMNEY 
ig arin REINSTALL RESTORED WOOD WINDOW 
: ied teeta 6 (TYP): OPEN & DEBONDED ——— 
CAS T-IN-PLACE VERTICAL JOINTS AT | | 
6 (TYP): OPEN & DEBONDED SURROUND WAS Seance i-——— 
VERTICAL JOINTS AT CORNICE REMOVED 
| 3A (TYP): SOILING AT STRING 2,5: DETACHMENT 
AND PAST REPAIR AT DOOR 
3A (TYP): SOILINGAT/ COURSES eae C 


| CORNICE EXISTING LINTEL. 


a 











as Vara oe 2 Marr 


“ 









sees ei eeceaeegnenenenennrteeesl eS eellpeeecss — CAMERA: 
AR AT Nats iaiasererererean iT 0 ANCHOR 
wR) da AR Ak AR G4 GR GY /aR AY GR AY! Eee Og aaina + IN BRICK 
4 I es 
ZZ sit Ha at Te Litt PZZEZE) Ze K eo 
‘ i 
% 0, 
BA : i DETAIL 
$A SABA 5A Bos 2 3/ER605 
IX 
CAMERA: ANCHOR IN BRICK MORTAR JOINT. 4 
SEE DETAIL 3/ER605 Ap a 
| 6" EMERGENCY ROOF OVERFLOW DRAIN. LOCATE IN 
HISTORIC FACE BRICK. MINIMIZE # OF AFFECTED NEW PIN MOUNTED 
BRICKS. REFER TO PLUMBING DRAWINGS. FIRE DEPARTMENT FIRE PUMP TEST MASONRY INFILL AT COMMUNITY ROOM 
| CONNECTION. HEADER. LOCATION OF ENTRY PLAQUE 
MASONRY OPENING ENLARGED DURING DEMO PHASE - REMOVED DOOR. USE Sphaealirei tha 
| ENSURE THAT ALL EXPOSED BRICK & STONE IS FINISHED NEW PIN MOUNTED "AUTHORIZED SALVAGED HISTORIC 
TO MATCH EXISTING VEHICLES ONLY BEYOND THIS INSTALL NEW STRING COURSE, ee 
POINT" SIGH ANCHORED IN SALVAGED BRICK, TO MATCH EXISTING 
MORTAR JOINTS. WHERE DOOR OPENING LOWERED. 


6" EMERGENCY ROOF OVERFLOW DRAIN. LOCATE 
IN HISTORIC FACE BRICK. MINIMIZE # OF AFFECTED 


BRICKS. 
MASONRY OPENING ENLARGED DURING DEMO 


PHASE - ENSURE THAT ALL EXPOSED BRICK & 
7 STONE IS FINISHED TO MATCH EXISTING 
SYMBOLS LEGEND SHEE 





NOTES 


EXISTING | 4 5 - ALTERATIONS/PREVIOUS NEW ALUMINUM WRAPPED woop 1. INSTALL NEW SLATE ROOF AND UNDERLAYMENT AT TOWER, ADMINISTRATION BUILDING, & HIPPED ROOF TO NORTH OF 
NEW OR REINSTALLED REPAIRS. REMOVE NON-ORIGINAL ADMINISTRATION BUILDING TO REMAIN. REFER TO ARCH DRAWINGS FOR SPLASH BLOCKS 


SALVAGED HISTORIC FABRIC BRICK OR STONE & INSTALL ee ee 


SALVAGED HISTORIC BRICK OR NEW RE: ER-601 FOR WINDOW 2. ALL MASONRY TO RECEIVE GENERAL CLEANING. REFER TO MASONRY CLEANING SPECS 
EXISTING CONDITIONS REQUIRING STONE TO MATCH EXISTING. SCHEDULE 
TREATMENT 5A - FERROUS METAL 3. REMOVE ALL EXISTING PARAPET FLASHING . REPOINT ALL SKYWARD FACING JOINTS IN PARAPET & INSTALL LEAD T'S AT ALL 
INSERTS REINSTALLED RESTORED HISTORIC HORIZONTAL JOINTS IN EXISTING LIMESTONE COPING 
1 - REPAIR CRACKS AND 6 - OPEN JOINT WOOD WINDOW 
sea ey ath ems axe 7 - DEBONDED JOINT RE: ER-601 FOR WINDOW 


AND DISLOCATION FACADE DUE TO EXISTING 3 NEWDOORTAG /~, \ £L-03-03 WEST ELEVATION - EXTERIOR RESTORATION 
2A - CHIPPING CONSTRUCTION. BBB TO SURVEY 


3 - CLEAN DISCOLORATION AND AFTER DEMOLITION 


WINDOW TAG 
DEPOSITS REFER TO BRICK AND STONE REPAIR, 


3A - SOILING REPOINTING AND CLEANING 
4 - REMOVE BIOLOGICAL SPECIFICATIONS FOR TREATMENT 
COLONIZATION PROCEDURES 
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SCHEDULE 





Northern Bus Garage - Preservation Treatment Approach - Elevations 





NEW SLATE ROOF W/ NEW UNDERLAYMENT, 
GUTTERS & DOWNSPOUTS a NEW SLATE ROOF 
1A (TYP): CRACKING OF STUCCO, 1A (TYP): CRACKING OF STUCCO, 


ESPECIALLY AT CENTER OF ARCH ESPECIALLY AT CENTER OF ARCH 





NEW DOWNSPOUT IN 
EXISTING LOCATION 





3A (TYP): SOILING ON STUCCO 
AT EAVES 


3A (TYP): SOILING ON STUCCO 
AT EAVES 


3A (TYP): SOILING ON QUOINS 


3A (TYP): SOILING ON QUOINS 










lh i 


NEW STOREFRONT 
ASSEMBLY 


3A (TYP): SOILING AT WINDOW 5: PREVIOUS REPAIR 

SILLS USES INAPPROPRIATE 
6 (TYP): OPEN & DEBONDED JOINTS BRICK COLOR THAT 3A (TYP): SOILING AT WINDOW 
AT CORNICE & MASONRY ARCH DOES NOT MATCH ere 


PATTERN OF QUOINING 
3A (TYP): SOILING AT CORNICE 


& MASONRY ARCH 
N 
BE | ETR TOWER ACCESS 


3A (TYP): SOILING AT 
BUTTRESS DOOR 





2: DETATCHMENT AT IINSIDE FACE OF 
OPENING SURROUND 


NEW STOREFRONT 
ASSEMBLY 





KER 4/46" = 4!-0" KRY 4/46" = 4!-0" 


SYMBOLS LEGEND SHEET] NOTES 


EXISTING | 5 - ALTERATIONS/PREVIOUS D\ SEV ALSRANUR ERE OOD 1. INSTALL NEW SLATE ROOF AND UNDERLAYMENT AT TOWER, ADMINISTRATION BUILDING, & HIPPED ROOF TO NORTH OF 
NEW OR REINSTALLED REPAIRS. REMOVE NON-ORIGINAL Poe WINGO Gi Ga ADMINISTRATION BUILDING TO REMAIN. REFER TO ARCH DRAWINGS FOR SPLASH BLOCKS 
SALVAGED HISTORIC FABRIC BRICK OR STONE & INSTALL 
SALVAGED HISTORIC BRICK OR NEW RE: ER-601 FOR WINDOW 2. ALL MASONRY TO RECEIVE GENERAL CLEANING. REFER TO MASONRY CLEANING SPECS 
EXISTING CONDITIONS REQUIRING STONE TO MATCH EXISTING. SCHEDULE 
TREATMENT 5A - FERROUS METAL 3. REMOVE ALL EXISTING PARAPET FLASHING . REPOINT ALL SKYWARD FACING JOINTS IN PARAPET & INSTALL LEAD T'S AT ALL 
INSERTS REINSTALLED RESTORED HISTORIC HORIZONTAL JOINTS IN EXISTING LIMESTONE COPING 


1- REPAIR CRACKS AND 6 - OPEN JOINT WOOD WINDOW 
DEFORMATION exe exe 7 - DEBONDED JOINT RE: ER-601 FOR WINDOW 
1A - CRACK SCHEDULE 
2 - REPAIR DETACHMENT ~~ 7] 8 - INACCESSIBLE PORTION OF 
AND DISLOCATION FACADE DUE TO EXISTING 
2A - CHIPPING CONSTRUCTION. BBB TO SURVEY OS ie 
3 - CLEAN DISCOLORATION AND AFTER DEMOLITION 


DEPOSITS REFER TO BRICK AND STONE REPAIR, 
3A - SOILING REPOINTING AND CLEANING 

4 - REMOVE BIOLOGICAL SPECIFICATIONS FOR TREATMENT 

COLONIZATION PROCEDURES 








WINDOW TAG 
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Northern Bus Garage - Preservation Treatment Approach - Elevations 





5B (TYP): PEELING PAINT ON 
PRECAST MOLDINGS 
NEW SLATE ROOF 


1A (TYP): CRACKING OF STUCCO AT 
EAVES 


3A (TYP): SOILING ON STUCCO 


AT EAVES 
NEW DOWNSPOUT IN 


EXISTING LOCATION 


NY. ET GR a 
Naa 


UFZ ACL EAL ILIA LEAL IL AL ELI LLL ELI LL 


3A 
alia) i 








AH A CAMERA: ANCHOR IN BRICK 
A A MORTAR JOINT. SEE DETAIL 
— —— 3/ER605 
—— ba bin | NEW STOREFRONT ASSEMBLY 
DETATCHED AND OPE 
JOINTS 





KERRY 4/46" = 4!-0" 


SYMBOLS LEGEND 


EXISTING 
NEW OR REINSTALLED 
SALVAGED HISTORIC FABRIC 


EXISTING CONDITIONS REQUIRING 
TREATMENT 





BRICK OR STONE & INSTALL 
SALVAGED HISTORIC BRICK OR NEV 
STONE TO MATCH EXISTING. 

SA - FERROUS METAL 
INSERTS 


6 - OPEN JOINT 
exe ee / - DEBONDED JOINT 


SCHEDULE 


1 - REPAIR CRACKS AND 
DEFORMATION 
1A - CRACK 


2 - REPAIR DETACHMENT 
AND DISLOCATION 
2A - CHIPPING 
3 - CLEAN DISCOLORATION AND 
DEPOSITS 
3A - SOILING 


4 - REMOVE BIOLOGICAL 
COLONIZATION 


WOOD WINDOW 


SCHEDULE 


..- ++ 8- INACCESSIBLE PORTION OF 
FACADE DUE TO EXISTING 
CONSTRUCTION. BBB TO SURVEY 
AFTER DEMOLITION 


NEW DOOR TAG 


WINDOW TAG 
REFER TO BRICK AND STONE REPAIR, 


REPOINTING AND CLEANING 
SPECIFICATIONS FOR TREATMENT 
PROCEDURES 


OCTOBER 2021 


NEW ALUMINUM WRAPPED WOOD 
CORE WINDOW WITH IGU 
RE: ER-601 FOR WINDOW 


REINSTALLED RESTORED HISTORIC 





NEW SLATE ROOF 
W/ NEW 
UNDERLAYMENT, 
GUTTERS & 
DOWNSPOUTS 


NEW ROOF EAVE & CORNICE WHERE ADDITION 
REMOVED. CORNICE & EAVE TO MATCH EXISTING 


REINSTALL RESTORED HISTORIC WOOD 


6 (TYP): OPEN & DEBONDED WINDOW 


VERTICAL JOINTS AT CORNICE 
= 3A, 4: SOILING WITH BIOLOGIAL 


COLONIZATION 






LIMITS OF HISTORIC WALLS 
TOBE RETAINED —*~ 
NEW DOWNSPOUT IN EXISTING LOCATION 


f\ f\ A 
LMM QRS SK %, 


OOOO. 99.0.4 
OOBOEALERALRALS 








REPAIR AND INSTALL SALVAGED 
BRICK WHERE CONCRETE 
CURBS ARE REMOVED 


CHIPPING ALONG THE ENTIRE 
LENGHT OF WATERTABLE 


/—, \ £L-01-02 ADMIN SOUTH ELEVATION - EXTERIOR RESTORATION = 77> EL-04-02 ADMIN NORTH ELEVATION - EXTERIOR RESTORATION 


ERI 4/46" = 4!-0" 


SHEET] NOTES 


1. INSTALL NEW SLATE ROOF AND UNDERLAYMENT AT TOWER, ADMINISTRATION BUILDING, & HIPPED ROOF TO NORTH OF 
ADMINISTRATION BUILDING TO REMAIN. REFER TO ARCH DRAWINGS FOR SPLASH BLOCKS 





2. ALL MASONRY TO RECEIVE GENERAL CLEANING. REFER TO MASONRY CLEANING SPECS 


3. REMOVE ALL EXISTING PARAPET FLASHING . REPOINT ALL SKYWARD FACING JOINTS IN PARAPET & INSTALL LEAD T'S AT ALL 
HORIZONTAL JOINTS IN EXISTING LIMESTONE COPING 


RE: ER-601 FOR WINDOW 
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Northern Bus Garage - Preservation Treatment Approach - Windows 





Window Type 3 Remaining Original Window 


NEW ALUMINUM CLAD 
WOOD WINDOW AS 
SPECIFIED. ALL SASH, 
INTERIOR FRAME, & MUNTIN 
PROFILES TO MATCH 
HISTORIC WOOD WINDOWS 


-_ TYPICAL CHECK RAIL DETAIL ON SITE. 








EXTERIOR 














NEW ALUMINUM CLAD WOOD 
WINDOW AS SPECIFIED. ALL SASH, 
FRAME, & MUNTIN PROFILES TO 
MATCH HISTORIC WOOD WINDOWS 
ON SITE. 





























BLOCKING AS REQUIRED 
EXTERIOR : INTERIOR 


NEW SILL 

















a é = REFER TO ARCHITECTURAL 
es DRAWINGS FOR 

INSULATION & INTERIOR 

FINISHES AT COMMUNITY 














EXISTING MASONRY 
PARTITION. MASONRY 
WALLS AT RETAIL TO 


: REMAIN EXPOSED BRICK WINDOW TYPE 3 DETAIL 
WINDOW TYPE 3 SILL DETAIL C) ; 
S a, All sash, frame, and muntin profiles 


to match the only remaining original 
window on site. 









































EXISTING MASONRY 
PARTITION 


BLOCKING AS REQUIRED 





INTERIOR 





REFER TO ARCHITECTURAL 
DRAWINGS FOR 
INSULATION & INTERIOR 
FINISHES AT COMMUNITY 
ROOM. MASONRY WALLS AT 
RETAIL TO REMAIN EXTERIOR 
EXPOSED BRICK 
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ATTACHMENT 5 
REPLICA STREETCAR TRACK INSTALLATION 
NORTHERN BUS GARAGE RENOVATION PROJECT 
MEMORANDUM OF AGREEMENT 
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ATTACHMENT 6 
INTERPRETIVE SIGNAGE EXHIBITS 
NORTHERN BUS GARAGE RENOVATION PROJECT 
MEMORANDUM OF AGREEMENT 


To help mitigate the adverse effects associated with the renovation of the Northern Bus Garage, 
WMATA will develop and install interpretive signage exhibits as described below. This Scope 
of Work is organized into four sections: Background, Goals of the Exhibits, Tasks, and 
Deliverables. 


Background: 


WMATA plans to renovate the Northern Bus Garage, which is listed in the National Register of 
Historic Places (NRHP; NR# 13000290 listed April 5, 2013) and as a DC Historic Landmark 
(September 27, 2012) as the Capital Traction Company Decatur Street Car Barn. The renovation 
effort will remove portions of the historic fabric of the car barn, which will result in an adverse 
effect. 


As part of mitigation efforts for the adverse effect, WMATA will be providing interpretive 
signage exhibits as explained below. Exterior signage shall focus on the historical and 
architectural characteristics (the building’s history, architecture, and use) that qualify the 
building for listing in the NRHP. Interior exhibits will provide additional details about the 
Northern Bus Garage and related topics such as the role the garage played in the development of 
the surrounding neighborhood and community. 


Goal of the Exhibits: 


These interpretive signage exhibits will explain the historical and architectural characteristics 
that qualify the Northern Bus Garage for listing in the NRHP and connect the community and 
others to the significance of the Northern Bus Garage, especially the restored portions of the 
1906 building along 14" Street, NW, by explaining the role the facility played in the 
development of transportation in Washington, D.C. and the surrounding neighborhood. Broader 
topics related to commercial development, social history, African American history, and other 
themes associated with the facility and the community will also be addressed in the community 
room exhibits to provide relevant information from a wider variety of perspectives. All exhibits 
will be designed to be compatible with their historic setting, both exterior and interior, and will 
not cause any damage to historic fabric. 


Specific Tasks: 


One to three exterior interpretive signage exhibits will be developed to explain the historical and 
architectural significance of the Northern Bus Garage. Text will be based upon the NRHP 
nomination for the Capital Traction Company Car Barn, the NRHP Multiple Property 
Documentation for Streetcar and Bus Resources of Washington, DC 1862-1962, and related 
research. One exhibit will be used to explain the replica streetcar tracks that will be installed in 
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front of the Northern Bus Garage along 14" Street, NW. Proposed signage locations will be 
identified through consultation with the DC SHPO. The primary location of exterior exhibits will 
be adjacent to the restored portions of the building on 14" Street, NW, but additional exhibits 
may also be installed adjacent to and/or on newly constructed portions of the Northern Bus 
Garage to provide additional interpretive opportunities and to enliven and break down the scale 
of the large new building. The appearance of the exterior exhibits, especially those along 14 
Street, NW and within or adjacent to public space, will be based upon existing interpretive 
signage exhibits within the District of Columbia (e.g. the Neighborhood Heritage Trails installed 
by Cultural Tourism DC and/or the Kalorama Citizens Association signage — see examples 
below) to provide consistency throughout the city and make it easier for users to recognize the 
as interpretive signage exhibits. Any interpretive signage exhibits that may be attached to the 
newly constructed portions of the Northern Bus Garage may be designed with greater flexibility. 


. Donate Now ContactUs [| & i | SEARCH... | Q 
Cultural Tourism : 


¥ DC ABOUT US PROGRAMS THINGS TO DO AFFILIATES COMMUNITY 





OTHER > OTHER > Neighborhood Heritage Trails 


Passport DC Draft Neighborhood Heritage Trails 


Old Pages 





A visitor reads a sign at the Downtown Heritage Trail. The Cultural Tourism DC Heritage Trails 
connect cosmopolitan DC with local neighborhood culture and history. 
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Up to five interior interpretive signage exhibits will be installed in the 1600 sq. ft. community 
room which, for reference, has a finished wall height of 13 ft. 8 in. The interior exhibits shall 
focus on broader historical themes that relate to the development of the Northern Bus Garage and 
the surrounding neighborhood and community, including African-American History and related 
topics. The content will be determined in consultation with the DC SHPO and the consulting 
parties; the final number of exhibits will be determined in consultation with FTA and DC SHPO. 
The appearance of the interior signs should relate to that of the exterior signage exhibits, but 
more flexibility can be applied to the design of the interior exhibits provided they do not damage 
any historic interior fabric. For example, three-dimensional artifacts, audio/visual samples, 
personal memorabilia, and other creative methods of interpretation may be considered for 
incorporation into the designs. 


Deliverables: 


1. In accordance the Section 106 Memorandum of Agreement (MOA) the contractor 
hired by WMATA will solicit initial input from DC SHPO and the consulting parties 
regarding the topics they would like to have included 1n the interpretive signage 
exhibits. As appropriate to fully develop the topics, the contractor will conduct 
additional outreach to individuals or groups that are knowledgeable about community 
history. 

2. Based upon the feedback provided in Deliverable | above, the contractor will 
research historical themes using primary and secondary sources. The contractor will 
conduct a minimum of three oral history interviews with relevant community 
members and people historically associated with the Northern Bus Garage facility. 
Oral histories shall be transcribed and transcriptions shall be provided to consulting 
parties upon request. 
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3. The contractor will develop draft text and graphics for interpretive signage exhibits, 
along with recommendations for the locations, size, and related details in keeping 
with the existing interpretive signage examples cited above. 

4. Full color drafts of all interpretive signage exhibits will be provided in digital format 
to the consulting parties and DC SHPO for review and comment. 

5. The contractor shall submit digital versions of the full color drafts and all consulting 
party comments to the DC SHPO for final review. The contractor will consult further 
with the DC SHPO to finalize all aspects of the interpretive signage exhibits including 
but not limited to text, images, location, size and design. Once approved by DC SHPO 
in writing, the contractor shall prepare final plans and a cost estimate for fabrication 
and installation of all interpretive signage exhibits. 

6. WMATA shall fabricate and install all the interpretive signage exhibits within thirty 
days of issuance of the building occupancy permit, in accordance with the Section 
106 MOA. 


21 


